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Systematized Classification of Aluminum Electrolytic Capacitors

®

● Miniature Aluminum Electrolytic Capacitors
CHIP TYPE（85℃）

CHIP TYPE（105℃）

CHIP TYPE（105℃, LOW ESR, HIGH RELIABILITY） CHIP TYPE（FOR VIBRATION RESISTANCE）

CHIP TYPE（HIGH TEMP., LOW ESR, HIGH RELIABILITY）

VV2
85°C 2000h
D3-6.3 　

VV3
85°C 2000h
D4-6.3 　

VV1
85°C 2000h
D8-12.5 　

VV4
85°C 2000h
D6.3

VVB
85°C 2000h
D4-6.3

VV5
85°C 2000h
D4-12.5

High CV

Long life Large
Size

High CV Long life

High CV

VVS
105°C 1000h
D4-10

VVL
105°C 2000h
D4-6.3

VVJ
105°C 5000h
D8-12.5

VVR
105°C 2000h
D6.3-10

Low ESR
Long life

Low ESR
High CV

High CV
VVZ

105°C 5000h
D6.3-12.5

VVD
105°C 5000h
D6.3-12.5

VVV
105°C 2000h
D6.3-10

VZD
105°C 2000h
D6.3-10

Low ESR
High CV

VTV
105°C 2000h
D6.3-10

VMD
105°C 2000h
D6.3-10

High CV
VZK

105°C 2000h
D8-10

Low ESR
Long life

High 
temp.

High CV
Long life

High CV
Long life

Low ESR

Low ESR

VZJ
125°C 3000h
D6.3-10

VVT
125°C 5000h
D6.3-12.5

VVX
135°C 1000h
D8-10

VZF
125°C 4000h
D6.3-10

VZE
125°C 2000h
D6.3

VTZ
105°C 5000h
D6.3-18

VTD
105°C 5000h
D6.3-18

VTT
125°C 5000h
D6.3-18

VTQ
150°C 1000h
D8-10

VV9
105°C 2000h
D4-6.3

VZH
105°C 7000h
D6.3-10

VVE
105°C 1000h
D6.3

Low profile Bipolar

VMF
125°C 4000h
D6.3-10

VTX
135°C 1000h
D8-10

For vibration
resistance

For vibration
resistance

For vibration
resistance

For vibration
resistance

VMJ
125°C 3000h
D6.3-10

For vibration
resistance

VME
125°C 2000h
D6.3

For vibration
resistance

VMH
105°C 7000h
D6.3-10

For vibration
resistance

Low profile High CV 

High temp.

High temp.

Bipolar

Low ESR
Long life

VVC
105°C 5000h
D6.3-10

Long life
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https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VVR_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VVC_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VVZ_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VVD_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VVV,VTV_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VZD,VMD_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VVT_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VZJ,VMJ_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VZF,VMF_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VZE,VME_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VVX,VTX_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VTZ_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VTD_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/V-VTT_e.pdf
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CHIP TYPE MINIATURE TYPE

RW5
105°C 1000h
D10-18

RF0
PURECAP
85°C 1000h
D10-18

RA3
85°C 2000h
D5-18

R0B
TONEREX
85°C 1000h
D5-18

R0S
SILMIC

85°C 1000h
D6.3-18

RFS
SILMICⅡⅡ
85°C 1000h
D5-18

High temp.

High grade

VV0
PURECAP
85°C 2000h
D4-10

VVG
85°C 2000h
D8-10

VVF
SILMIC

85°C 2000h
D4-8

VVM
105°C 2000h
D6.3-10

High temp.

High
grade

High
grade

High
grade

High
grade

High
grade

Bipolar

RBD
85°C 2000h
D5-18

● Miniature Aluminum Electrolytic Capacitors

Bipolar High 
temp.

Low profileLow profileLow profile

Bipolar High 
temp.

LOW PROFILESTANDARD

LOW IMPEDANCE, LOW ESR, HIGH TEMPERATURE

LOW IMPEDANCE, LOW ESR, HIGH RELIABILITY

FOR VIBRATION RESISTANCE

LOW IMPEDANCE, LONG LIFE FOR AIR BAG

RB3
85°C 1000h
D4-6.3

RC3
85°C 1000h
D4-8

R3S
105°C 1000h
D4-6.3

RB2
85°C 1000h
D4-6.3

RC2
85°C 1000h
D4-8

R2S
105°C 1000h
D4-6.3

High CV High CV
RJ3

105°C 2000h
D5-18

RJ4
105°C 2000h
D5-18

RJ5
105°C 2000h
D5-18

High temp.

RE3
85°C 2000h
D5-18

R2B
85°C 2000h
D5-18

RJP
105°C 2000h
D5-18

Bipolar

Bipolar

Low-leakage current

RLB
85°C 1000h
D5-18

High 
temp.

High 
temp.

RKD
125°C 5000h
D8-18

RKB
135°C 3000h
D10-18

RKC
135°C 3000h
D12.5-18

RQA
150°C 1000h
D10-18

RQB
150°C 2000h
D16-18

Low Z
High CV

Low ESR
High CV

RJH
105°C 5000h
D10-18

RJB
105°C 5000h
D10-16

RJD
105°C 8000h
D10-18

Long life
RJF

105°C 5000h
D10-16

RJM
105°C 10000h
D10-16

High CV
High ripple

High CV
High ripple

RPK
125°C 5000h
D12.5-18

40G

High 
temp.

High 
temp.

RKE
125°C 5000h
D16-18

RKF
135°C 3000h
D12.5-18

RKG
150°C 2000h
D18

High CV
Low ESR

RJE
105°C 5000h
D12.5-18

RJK
105°C 5000h
D16-18

● Aluminum Electrolytic Capacitors For Audio
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https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/R-RJB_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/R-RJH_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/R-RJF_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/R-RJM_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/R-RJD_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/R-RJK_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/R-RKD_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/R-RKB_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/R-RKC_e.pdf
https://www.elna.co.jp/en/capacitor/alumi/catalog/pdf/R-RPK_e.pdf



