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NOTE :   Design, Specifications are subject to change without notice. 

It is recommended that you shall obtain technical specifications from ELNA to ensure that the component is suitable for your use.

® ELECTRIC DOUBLE LAYER CAPACITORS

Systematized Classification of Electric Double Layer Capacitors

DYNACAPTM

For memory backup

For power & energy

High voltage

High voltage

3.6V 0.047 to 0.47F
85°C 2000h

Miniaturized 
Low ESR High
temperature type

Series  CXS

Low voltage
High
temperature

High
temperature

Long life

High
temperature

High
temperature

Low voltage
High
temperature

3.6V 0.047 to 1F

Series  CBS
85°C 2000h

Low profile Low ESR
High temperature
type

5.5V 0.047 to 1F

High
temperature type

Series  CH1
85°C 1000h

5.5V 0.047 to 1F

Series  CBJ
85°C 1000h

Low profile
High temperature
type

5.5V 0.047 to 0.33F

Miniaturized
High temperature
type

Series  CXJ
85°C 1000h

3.3V 0.33F
60°C 500h

High voltage Coin cell
For Reflow soldering type

Series  CSK
<621 type>

3.3V 0.2F
60°C 1000h

Low profile
High voltage Coin cell
For Reflow soldering type

Series  CSK
<614 type>

2.5V 0.33F
70°C 500h

Coin cell
For Reflow soldering type

Series  CS1
<621 type>

2.5V 0.2F
70°C 1000h

Low profile
Coin cell
For Reflow soldering type

Series  CS1
<614 type>

Low ESR

Low ESR

“POWERCAPTM”

5.5V 0.047 to 0.47F

Miniaturized
Standard type

Series  CX1
70°C 1000h

5.5V 0.047 to 1.5F

Standard
type

70°C 1000h

Series  CB1

Low profile Low profile

Coin cell

Miniaturized

Convert to chip

5.5V 0.047 to 1.5F

Series  CBN
70°C 1000h

Low profile Low ESR
type

5.5V 0.047 to 0.47F

Miniaturized
Low ESR type

Series  CXN
70°C 1000h

-40℃

High temperature
Long life type

Series CHC

5.5V 0.047 to 1F
85℃  3000h

Wide
temperature range
type

5.5V 0.047 to 1F
85℃  1000h

Series CHL

SMD

SMD
Low ESR type

5.5V 0.047 to 0.33F
70℃  1000h

Series CVN

SMD
Wide temperature
range type

5.5V 0.047 to 0.22F
85℃  1000h

Series CVL

Chip
type

SMD
Low ESR
High temperature type

3.6V 0.047 to 0.33F
85℃  2000h

Series CVS

Large 
capacitance

2.5/2.7V 1 to 40F
70°C 1000h

High power type

Series  DZN

2.5V 22 to 50F

Large
capacitance type

Series  DZH
60°C 2000h

2.5/2.7V 1 to 40F

Standard type

Series  DZ1
70°C 1000h

High power

Low temperature

High power
Low tmperature
type

Series  DDU
70°C 1000h
2.7V 3.3 to 50F
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The series names are linked to each page.

https://www.elna.co.jp/en/capacitor/double_layer/catalog/pdf/D-DZ1,DZH_e.pdf
https://www.elna.co.jp/en/capacitor/double_layer/catalog/pdf/D-DZN_e.pdf
https://www.elna.co.jp/en/capacitor/double_layer/catalog/pdf/D-DDU_e.pdf



